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SILPHAN
Silicone Coated Polyester (PET)

applications.

RELEASE
=F— Huge range of release values available. From
easy easy to very tight

J

MATERIAL FEATURES
Several kinds of SILPHAN available to be
chosen according to your application

THICKNESS
Several thicknesses available between 12 and
175 pm according to the material
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The main PET features are the high thermal resistance and the great
dimensional stability.

Thanks to these great advantages and the huge release range SILPHAN
becomes the most suitable product for the most demanding PSA

LINER APPEARANCE
Several colours and transparencies available
(clear and ultra-clear)

SILICONE COATING
The liners can be one or two-sides coated or
coated with dedicated and special varnishes
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MATERIAL FEATURES - BRAND NAME

Kind of polyester available:
PET plain - Silphan S

PET coextruded - Silphan SC
PET cast - Silphan K

HCL

PET through matt - Silphan M

LINER APPEARANCE

Clear / High Clarity / Metallized / Matt

Red / Blue / Black / White
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154 2FH TAF 74A 11A D072 TAE 218 444 3DF D070 44G 155 160 44C 161 44L 152 180 441 276 440 44P

THICKNESS (pm)

PET plain - Silphan S from 12 to 175

PET coextruded - Silphan SC from 23 to 125
PET cast - Silphan K from 160

HCL from 12 to 125

PET through matt - Silphan M from 23 to 50

SILICONE COATING

The liners can be one or 2 sides coated also
differential.

The main silicone coating technologies are solvent
based, solvent less (100% system) or UV.
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