
MATERIAL FEATURES – BRAND NAME
 
PP bi-orientato (Stentered) - Silprop S
PP bi-orientato (Blown) - Silprop B
PP cast - Silprop K
PP coextruded - Silprop CP
PP mono-oriented - Silprop M

SILICONE COATING

The liners can be one or two sides coated also 
differential.
The main silicone coating technologies are solvent 
based, solvent less (100% system) or UV.

THICKNESS (µm)

PP bi-orientato (Stentered) - Silprop S 
from 25 to 50
PP bi-orientato (Blown) - Silprop B from 30 to 50
PP cast - Silprop K from 50 to 110
PP cosxtruded - Silprop CP from 30 to 100
PP mono-oriented - Silprop M from 40 to 120

Release
Huge release range available, from easy easy 
to tight

Material Features
Several kind of SILPROP available to be 
chosen according to your application

Thickness
Several thickness available between 25 and 
120 µm according to the kind of material

Liner Appearance
Several colours available

Silicone Coating
The liners can be one or two-sides coated

Technical Details

Release values 
available

values in gr/cm

LINER APPEARANCE

Clear / Red / Blue

White / Orange / Black

SILPROP
Silicone coated polypropylene (PP)

Polypropylene (PP) offers a good thermal resistance and dimensional 
stability.
Different kind of  PP with different technical features allow the use of  
SILPROP in several and different applications.
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